TRUCK-MOUNTED CRANES

HT 130 - HT 162
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Technical data HT
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HT130 E2 ‘ : N
ky 5190 2075 2080 Standard

m 2,53 433 6,13
- Cross controls

HT130 E3 ‘ ; S 3 - Load limit device
kg 4970 2835 1960 1470
m 261 441 621 819 - Flanged valves
- Designed in accordance with EN12999
HT130 E4 ‘ ‘\ T 3 ) = D?sign class: HC1-HD4
B4 4765 2705 1850 1370 1090 - 0il tank
m 269 449 629 8,27 10,25 - Manually extendable stabilizers

- Internal stabilizers pipes
- Fixed stabilizer cylinders

HT162 E2 ‘ T ‘ - Swivel stabilizer foot
kg 6500 3740 2625 . .
m 253 433 6,13 - Centralized greasing system
- SDS Smooth Descent System
HT162 E3 ‘ 5 5 ) - H3XL Crane control system (CE)
ky 6235 3580 2490 1870
m 261 a4 621 8,19
HT162 E4 ‘ - S y A - -
kg 5940 3405 2345 1740 1390 ® 3 = S o
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tm ° bar | I/min m kg
s 5 HT130
E2 131 425 285 | 130 60 98 | 1485
SN E3 130 | 425 285 | 130 60 118 | 1585
E - E4 128 | 425 285 | 130 60 138 | 1675
HT162
E2 164 | 425 290 | 130 60 98 | 1610
Recommended truck HT130 - M.TT. ton 12 - G.V.W. ton 12 E3 163 | 425 | 290 | 130 | 60 | 118 | 1720
HT162 - M.T.T. ton 15 - G.V.W. ton 15 B4 16,0026 200 80T E 60T 3.6 T IB10
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